
Bag Filter Housings

Economical,  
efficient and  
reliable

ECOLINE™  
FLOWLINE™ 
POLYLINE™ 

SIDELINE™

TOPLINE™ 
 

MAXILINE™  
DUOLINE™ 

MODULINE™



Advanced solutions for 
a variety of filtration 
applications
Eaton is a leading manufacturer of bag 
filter housings. Creative innovations 
provide the basis for an extremely 
diversified range of housings suitable not 
only for standard applications, but also for 
extremely demanding applications that 
increase filtration efficiency.
 
The selection of single bag filter housings 
ranges from those suitable for exacting, 
absolute filtration applications to high-
quality housings designed especially for 
cost-sensitive applications and everything 
in between. Multi-bag filter housings that 
accommodate up to 24 individual filter 
bags allow for flow rates of up to 960 m3/h 
and are available in a number of different 
designs. With our production facilities in 
various locations around the world, we 
can customize standard designs to local 
specifications.
 
Eaton offers a full range of filter bags—
more than 1500 choices in all—from 
economically sewn filter bags for standard 
applications, to welded, multi-layered bags 
for more demanding applications.
 
Our complete line of single and multi-bag 
filter housings includes a variety of 
materials, from stainless steel to 
specifically adapted materials, meaning 
Eaton offers the right solution for any 
application and budget. Eaton’s bag 
filtration systems help customers around 
the world meet their need for efficiency, 
safety, ease of use and efficiency.



Automotive Filtration of 
pre-treatment bath, filtration 
of e-coat, top coat and clear 
coat, primer, paint ring line 
filters, parts cleaning fluids, 
drawing compounds, lubri-
cants, metal working fluids 
and pump intake filters.

Chemical Catalyst 
recovery, removal of pipe 
scale, polishing of aqueous 
process fluids, alkalis, acids 
and solvents, filtration of 
emulsions and dispersions, 
gel removal from resins. 
Activated carbon or catalyst 
removal in the fine chemi-
cals industry is a typical 
example of a demanding 
application in chemical 
processing. Eaton filter bags 
meet the requirements for 
high-efficiency, yet also offer 
long service life and reliability.

Electronics Wafer and 
chip processing, electronic 
etching baths, photo-chem-
ical polishing, and high- 

purity water filtration and 
pre-filtration of various 
membrane filtration 
processes to improve their 
cost-effectiveness. Eaton 
filter bags demonstrate the 
required purity, efficiency 
and consistent performance.

Food and beverage 
Filtration of wine, spirits and 
beer, removal of particles 
from edible oils, removal of 
carbon black from cellulose, 
slime removal in gelatin, 
liquid sugar, thick juice, corn 
syrup polishing, starch 
processing, milk processing 
and soft drinks. Many Eaton 
filter bags conform to FDA 
and EC food processing 
standards and can meet the 
unique and varied demands 
of these applications.

Metal working Filtration 
of hydraulic oil, pre-treat-
ment system filtration, 
precious metal recovery, 
metal working fluids and 

drawing compounds. Parts 
cleaning machines use our 
filter bags for minimizing 
residual dirt on parts.

Paint and lacquer 
Removal of agglomerates, 
removal of paint coagulates, 
solvent filtration, removal of 
storage contaminants, filling 
lines, paint mixing lines and 
monomer purification. 

Petrochemicals Filtration 
of lube oils, fuel additives, 
enhanced oil recovery, filtra-
tion of amine solutions, 
filtration of glycol fluids, gas 
purification processes, distil-
lation and cracking 
processes, amine washers, 
off-shore filter stations, oil 
drilling and injection fluids. 

Pharmaceutical 
Recovery of expensive 
active ingredients, catalyst 
recovery, active carbon puri-
fication and removal, filtra-
tion of gelatin, hormones, 

vitamin extracts, polishing  
of herbal mixtures, protein 
removal from plasma,  
filtration of saline solutions.

Resins, plastics, inks 
and coatings Oil and 
polymer filtration, disper-
sions, polymerization 
batches, resins for can 
coatings, plastics 
compounding, printing ink, 
plastics processing, paper 
coatings, high-purity ink-jet 
fluid filtration.

Water treatment Well 
water filtration, water treat-
ment plants, silt removal, 
pipe scale removal, sand 
and algae removal from sea 
water, ion exchange resin 
recovery, calcium deposit 
removal, filtration of chemi-
cals used for water treat-
ment, dust removal from 
cooling tower installations. 

Applications

 MBF/MDE   VMBF/VMDE

Filter bag size 01, 02, 03, 04 01, 02 01, 02 01, 02, 03, 04 01, 02 02 02 02 02

Number of filter bags 1 1 1 1 1 to 2 4 to 24 4 to 12 2 2 to 8
Coarse filtration > 500 µm n n n n n n n n
Medium filtration > 10 µm n n n n n
Fine filtration < 10 µm n n n­
Pre-filtration n n n n n n n n n
Safety filtration n n n n n
High volume n n n
Batch filtration n n n n n
Circuit filtration n n n n n
Continuous filtration n
Solvents, paints n n n n
Fats and oils n n n n n n
Catalyst, activated carbon n
Acids, bases n n n n n n
Petrochemicals n n n n n n
Water, waste water n n n n n n n n n
Chemical industry n n n n n
Pharmaceuticals n
Metal cleaning   n n n n n
Automotive n n n n
Electronics n n
Food and beverage n n
Paint and lacquer n n n n n
Water treatment n n n n n n n n n
Galvanic industry n n n

ECOLINE

FLOWLINE

POLYLINE

SIDELINE

TOPLINE

MAXILINE

DUOLINE

MODULINE

Lid lift style
A: Davit hydraulic
C: Counter balance
D: Davit manual
E: Spring assist
H: Hydraulic
O: Manual
P: Gas spring
S: David spring assist

Specials
F: Full heating jacket
H: Heating jacket
N: Without jacket
T: Total heating jacket 



   BAG FILTER HOUSINGS

MODULINE multi-bag filter 
housing system allows for 
continuous filtration and 
larger flow rates. This flexible 
system provides a compact 
and efficient assembly from 
two to eight single bag 
filter housings. Its space-
saving design can be readily 
expanded with additional 
housing units and extra banks. 

DUOLINE multi-bag filter 
housing system is designed 
with two single bag filter 
housings fitted together at the 
inlet and outlet by a butterfly 
valve or ball valve. This 
increases flow capacity and 
allows the filtration process to 
run continuously even during 
filter bag change-outs. 

ECOLINE single bag filter 
housing is a highly cost-
effective solution for price-
sensitive applications. It 
features a handy V-clamp 
closure and threaded 
couplings. Units come 
standard with filter bag 
size 01, 02, 03 or 04 and are 
available in stainless steel.

FLOWLINE single bag filter 
housing is a versatile filter 
available in stainless steel 
for 01 or 02 filter bag sizes. 
Multiple I/O configurations 
are available. Easy open cover 
features an integral handle, 
1/4” vent or gauge ports and 
“no tools” eye bolts and 
ring nuts.

SIDELINE single bag filter 
housing is a mid-priced, 
investment-cast filter suitable 
for most heavy duty industrial 
applications. Side inlet with 
evacuation cover prevents 
spillage of unfiltered liquid, 
allowing for clean and easy 
filter bag change-outs. 
Available in stainless steel.

MAXILINE multi-bag filter 
housings are for high-volume 
applications demanding 
frequent filter bag change-
outs. Available in a wide 
variety of configurations 
with 4 to 24 filter bags per 
housing. Options include: 
various input/output positions 
and sizes, material choices 
and closure designs. 

POLYLINE single bag filter 
housing is constructed 
with glass fiber reinforced 
polypropylene or PVDF. It 
features superior corrosion 
resistance as well as high-
pressure and temperature 
capabilities. 

TOPLINE single bag filter 
stainless steel housing 
is at the top of its class – 
from its high-performance 
design to its investment-
cast components. The top 
inlet design requires less 
headroom and directs liquid 
flow through the cover which 
improves sealing, reduces 
product loss and makes filter 
bag change-outs cleaner. 



SPECIFICATION CODES

Eaton accessories, consumables and spare parts
The wide range of Eaton filter housing accessories 
makes it possible to custom design a housing to the 
exact specifications of your application, no matter how 
complex or unique it may be. Accessories also can be 
used to improve application processes or requirements. 
For example, displacement balloons make filter bag 
change-outs easier, and LOFNETIC magnetic inserts 
extend filter bag lifetime in applications where magnetic 
particles are encountered.

V MBF 04 02 AC 10 100 D X T S E N M11

Ranges
EBF: ECOLINE 
FBF: FLOWLINE
PBF: POLYLINE
SBF: SIDELINE
TBF: TOPLINE
MBF: MAXILINE Dome
MDE: MAXILINE Flat

Options
D: DUOLINE
M: MODULINE

Number  
of filter 
bags  
1, 2, 4, 8,  
12, 16, 20,  
24

Pressure  
ratings
06: �6 bar
07: �7 bar
09: �9 bar
10: �10 bar
16: �16 bar
21: �21 bar

Filter  
bag  
sizes
01: Ø 180 x 430 mm L
02: �Ø 180 x 810 mm L
03: �Ø 100 x 230 mm L
04: �Ø 100 x 380 mm L

Connection  
types
A: ANSI flange
N: NPT female thread
R: Tri-clamp
B: BSP female
C: BSP male
D: DIN flange
T: Tri-clamp (DN)
I: Milk pipe thread
W: Butt-weld
J: JIS flange
S: SMS
U: Macon
L: RJT
M: Other

Special  
outlet
T: Tangental

Special 
M: Special

Materials
AB: 1.4401 (SS 316)
AC: 1.4571 (SS 316 Ti)
AD: 1.4408 + 1.4571 (SS CF8M + 316 Ti)
AE: 1.4408 + 1.4404 (SS CF8M + 316 L)
AF: 1.4408  (SS CF8M)
AG: 1.4517 + 1.4571 (1.4517 + 316 Ti)
AS: 1.4404 (SS 316 L) 
BB: 1.4301 (SS 304)
BS: 1.4306 (SS 304 L)
HC: HASTELLOY® C22
PF: PVDF
PO: Polypropylene
PV: PVC
UR: Uranus

Inside finishes  
(1st number)/ 
Outside finishes  
(2nd number) 
0: Pickled
1: Glass bead-blasted
2: Electro-polish standard
3: Food grade polished
4: Pharma grade polish
5: Halar® coated
6: End user spec
7: Anti-stick code

Connection  
sizes
For A, N, R: 
005: 1/2”
010: 1”
012: 11/4”
015: 11/2”
020: 2”
up to 140: 14”

For B, D, T, I, W, J, S:
025: DN 25
050: DN 50
080: DN 80
100: DN 100
125: DN 125
150: DN 150
200: DN 200
250: DN 250
350: DN 350

Code
stamps
M: UM Stamp
U: U Stamp
X: CE Stamp

Closure 
styles
B: Eye-bolts/ringnuts
C: Stud-bolts/ringnuts
D: Stud-bolts/hexnuts
E: Speed bar knobs
G: Segment clamp
H: Swingbolts/hexnuts
R: Ratchet closure
S: QIC-LOCK
V: V-clamp

Lid lift style
A: Davit hydraulic
C: Counter balance
D: Davit manual
E: Spring assist
H: Hydraulic
O: Manual
P: Gas spring
S: David spring assist

Specials
F: Full heating jacket
H: Heating jacket
N: Without jacket
T: Total heating jacket 

– – – – –

HASTELLOY® is a registered trademark of Haynes International Inc. 
Halar® is a registered trademark of Solvay Group.

D –

Options
T: T-bolt
V: QIC-LOCK

QIC-LOCK™ Option 
MAXILINE Housings
The revolutionary QIC-LOCK 
opening mechanism is the 
answer to users’ demands 
who work in an environment 
where productivity and safety 
are the key priorities. It is safe 
to use and simple and fast to 
operate. Standing in place, 
the operator can rotate the 
hand wheel and open the 
cover. There is no requirement 
to have full movement and 
access around the housing or 
use any tools as with conven-
tional bolted closures.



For more information, please  
email us at filtration@eaton.com  
or visit www.eaton.com/filtration
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Filter Bags

PROGAF™ 
ACCUGAF™ 
ABP
LOFCLEAR™

MAX-LOAD™
HAYFLOW™
HAYFLOW Q
DURAGAF™ 

CLEARGAF™   
SENTINEL® 

SNAP-RING®

BANDSEAL™   

High performance 
unparalleled selection



Wide range of filter bag
materials and fabrication 
technologies to meet 
every need
From unique element designs that range  
from multilayer construction, pleated  
extended surfaces and fully-welded seams  
to advanced sealing technology, Eaton  
delivers performance products for both  
simple and complex applications. 

Whether sewn or welded, Eaton filter bags are 
fabricated using the most advanced techniques 
and equipment in the world. Highly automated 
welding systems produce consistent, dependable 
bag construction. Eaton’s proprietary UNIWELD 
system provides bag seals that are strong, yet 
flexible to conform to restrainer baskets. Food-
grade products are manufactured in facilities 
where both the environment and materials are 
controlled to assure cleanliness. 

This range of design and fabrication options 
offers solutions for the full spectrum of fine 
and coarse filtration applications. Repeatable, 
durable, cost-effective technology is working for 
Eaton’s customers.

Eaton’s complete line of single and multi-bag 
filter housings and filter bags are used in a 
variety of industries and are designed to meet 
the needs of the most demanding applications. 
Eaton’s bag filtration systems help customers 
around the world meet their need for efficiency, 
safety, convenience and value.



Ranges

Materials

Seal rings

Contaminant particle size

Fine filtration Coarse filtration

1 µm 10 µm 100 µm 1,000 µm

Precision melt-blown materials
• PROGAF filter bags
• ACCUGAF filter bags
• LOFCLEAR filter bags
• MAX-LOAD coreless filter bags

SENTINEL seal rings
• “The best in the business”
• Pressure activated seal ring
• Wide fluid and temperature compatibility

• PROGAF filter bags 
• ACCUGAF filter bags
• MAX-LOAD coreless / ABP filter bags
• LOFCLEAR filter bags

• Monofilament filter bags  • SNAP-RING filter bags

Monofilament mesh materials
• Accurate, absolute retention rating
• High precision

BANDSEAL seal ring
• Simple, effective

• MAX-LOAD pleated filter bags
• HAYFLOW filter elements
• DURAGAF filter bags
• CLEARGAF filter bags
• SENTINEL filter bags

Precision needle felt materials
• MAX-LOAD pleated filter bags
• HAYFLOW filter elements
• DURAGAF extended-life filter bags
• CLEARGAF filter bags
• Standard needle felt filter bags

SNAP-RING seal rings
• Versatile, cost-effective
• Wide range of material

Contaminant Spectrum  Factors to consider when selecting a filter bag range

Automotive Filtration of 
pre-treatment bath, filtration 
of e-coat, top coat and clear 
coat, primer, paint ring line 
filters, parts cleaning fluids, 
drawing compounds, lubri-
cants, metal working fluids 
and pump intake filters.

Chemical Catalyst 
recovery, removal of pipe 
scale, polishing of aqueous 
process fluids, alkalis, acids 
and solvents, filtration of 
emulsions and dispersions, 
gel removal from resins. 
Activated carbon or catalyst 
removal in the fine chemi-
cals industry is a typical 
example of a demanding 
application in chemical 
processing. Eaton filter bags 
meet the requirements for 
high-efficiency, yet also offer 
long service life and reliability.

Electronics Wafer and 
chip processing, electronic 
etching baths, photo-chem-

ical polishing, and high- 
purity water filtration and 
pre-filtration of various 
membrane filtration 
processes to improve their 
cost-effectiveness. Eaton 
filter bags demonstrate the 
required purity, efficiency 
and consistent performance.

Food and beverage 
Filtration of wine, spirits and 
beer, removal of particles 
from edible oils, removal of 
carbon black from cellulose, 
slime removal in gelatin, 
liquid sugar, thick juice, corn 
syrup polishing, starch 
processing, milk processing 
and soft drinks. Many Eaton 
filter bags conform to FDA 
and EC food processing 
standards and can meet the 
unique and varied demands 
of these applications.

Metal working Filtration 
of hydraulic oil, pre-treat-
ment system filtration, 

precious metal recovery, 
metal working fluids and 
drawing compounds. Parts 
cleaning machines use our 
filter bags for minimizing 
residual dirt on parts.

Paint and lacquer 
Removal of agglomerates, 
removal of paint coagulates, 
solvent filtration, removal of 
storage contaminants, filling 
lines, paint mixing lines and 
monomer purification. 

Petrochemicals Filtration 
of lube oils, fuel additives, 
enhanced oil recovery, filtra-
tion of amine solutions, 
filtration of glycol fluids, gas 
purification processes, distil-
lation and cracking 
processes, amine washers, 
off-shore filter stations, oil 
drilling and injection fluids. 

Pharmaceutical Recovery 
of expensive active ingredi-
ents, catalyst recovery, 
active carbon purification 

and removal, filtration of 
gelatin, hormones, vitamin 
extracts, polishing of herbal 
mixtures, protein removal 
from plasma, filtration of 
saline solutions

Resins, plastics, inks 
and coatings Oil and 
polymer filtration, disper-
sions, polymerization 
batches, resins for can 
coatings, plastics 
compounding, printing ink, 
plastics processing, paper 
coatings, high-purity ink-jet 
fluid filtration.

Water treatment Well 
water filtration, water treat-
ment plants, silt removal, 
pipe scale removal, sand 
and algae removal from sea 
water, ion exchange resin 
recovery, calcium deposit 
removal, filtration of chemi-
cals used for water treat-
ment, dust removal from 
cooling tower installations. 

Applications



ACCUGAF / ABP filter bags
Highly efficient with an extremely 
high particle retention rating. 
Cost-effective filtration solutions 
for demanding applications with 
efficiencies greater than 99%.

LOFCLEAR filter bags
Highly effective filter bags with a 
special, multi-layer construction that 
results in absolute efficiency for 
demanding applications.

PROGAF filter bags 
Combines high-efficiency media with 
a high-capacity pre-filter for effective 
retention rating down to the sub-
micron level.

CLEARGAF filter bags 
Meets EC and FDA requirements for 
pharmaceutical, food and beverage 
industries.

SENTINEL filter bags
Fully-welded construction for high  
efficiency and bypass-free filtration.

SNAP-RING filter bags
Sewn construction in needle felt, 
monofilament and multifilament 
material. 

ABSORPTION INSERT filter 
elements
The ultimate solution for increased 
dirt and oil removal capacity.

BANDSEAL filter bags
Tie-on filter bags for filtration without 
a bag filter housing.

Monofilament filter bags
Different materials of SENTINEL 
and SNAP-RING monofilament filter 
bags cover many applications with 
chemical and thermal properties.

Multifilament filter bags
Basic line of nominal rated sewn 
SNAP-RING multifilament mesh bags.

MAX-LOAD coreless filter 
bags
High efficiency, meltblown filter bag 
without inner core.

  HIGH EFFICIENCY

  FOOD   STANDARD

  STANDARD

Selection Guide

Eaton Filter Bags

DURAGAF filter bags
Extended-life material results in fewer 
filter bag change-outs, improves 
operating efficiencies and reduces 
operating costs.

HAYFLOW filter elements
Combines the best of filter bags and 
filter cartridges in one element. 

HAYFLOW Q filter elements
High capacity extended-life needle  
felt with ultrafine nylon mesh cover 
layer with absolute efficiency. 

MAX-LOAD pleated filter 
bags
Extended-life pleated material in- 
creases dirt-holding capacity and lasts 
up to ten times longer than standard 
needle-felt filter bags.

  HIGH CAPACITY



Filter specifications
	 	 Max. flow	 Filter	 Volume	 Diameter	 Length 
	 Size	 rate (m³/h)	 area (m2)	 (l)	 (mm)	 (mm)
	 01	 20	 0.24	 7.6	 180	 430
	 02	 40	 0.48	 17.0	 180	 810
	 03	 6	 0.08	 1.9	 100	 230
	 04	 12	 0.16	 2.7	 100	 380
	 43	 6	 0.09	 3.0	 89	 300
	 45	 12	 0.15	 4.5	 89	 500

Chart abbreviations: PET: polyethylene terephthalate, PP: polypropylene, MA: Meta-Aramid, Melt: melt-blown, W: welded, S: sewn, G: glued.
Ring abbreviations: E: polypropylene/SENTINEL seal ring, H: polyester/SENTINEL seal ring, Z: Santoprene™/SENTINEL seal ring, S: zinc-plated steel  
SNAP-RING, A: Stainless steel SNAP-RING, R: without seal ring

Maximum flow rates for most filter bag ranges are as shown below with the following exceptions:  
1) POXL, PEXL, POXLF and PEXLF filter bags, size 01: 15 m³/h and size 02: 30 m³/h.  2) AGF, AGFE and LCR 100 filter bags, size 01: 8 m³/h and  
size 02: 15 m³/h.  3) LCR 500 filter bags, size 02: 12 m³/h.  4) PGF filter bags, size 02: 10 m³/h

Technical Data
Ranges Codes Available grades Sizes Seal 

rings
Welded, sewn or 

glued  
ring/side/bottom

Materials Media 
types

Surface 
finish

Max. 
oper.
temp.
(°C)

PROGAF PGF 50, 51 or 55 02 E W / W / W PP Melt 90

ACCUGAF
AGF 51, 53, 55, 57 or 59 01, 02 E W / W / W PP Melt 90

AGFE 51, 55 or 57 01, 02 H W / S / S PET Melt 150

ABP ABP 1, 5, 10 or 25 03, 04 E W / W / W PP Melt 90

LOFCLEAR
LCR 123, 124, 125, 126, 128, 129, 130 or 135 01, 02 E W / S / S PP Melt 90

LCR 522, 525, 527 or 529 02 Z W / W / W PP Melt 90

MAX-LOAD 
coreless

CLPO 1, 5, 10, 20, 50,100 or 150 01, 02 E W / W / W PP Melt 90

CLPE 1, 5, 10, 20, 50,100 or 150 01, 02 H W / W / W PET Melt 135

Ranges Codes
Available grades

Sizes Seal 
rings

Welded, sewn or 
glued  

ring/side/bottom
Materials Media 

types
Surface 

finish

Max. 
oper.
temp.
(°C)1 5 10 25 50 80 100 125 150 200 250 300 400 600 800 1000 1250

MAX-LOAD 
pleated

POXL n n n n n 01, 02 E W / W / W PP Felt Glazed 90

PEXL n n n n n 01, 02 H G / W / G PET Felt Glazed 135

HAYFLOW 

POXL n n n n n n 02 E W / W / W PP Felt Glazed 90

PEXL n n n n n n 02 H W / W / W PET Felt Glazed 150

LCR 128 02 E W / S / W PP Melt 90

HAYFLOW Q
POXL n n n n n n 02 E W / W / W PP Felt Glazed 90

PEXL n n n n n n 02 H W / W / W PET Felt Glazed 150

DURAGAF

POXL n n n n n n 01, 02 E W / W / W PP Felt Glazed 90

PEXL n n n n n n 01, 02 H W / W / W PET Felt Glazed 150

MAXPOXL n n n n n n 02 E W / W / W PP Felt/Melt Glazed 90

CLEARGAF

POF n n n n n n n 01, 02 E W / W / W PP Felt Singed 90

POXLF n n n n n 01, 02 E W / W / W PP Felt Glazed 90

PEF n n n n n 01, 02 H W / W / W PET Felt Singed 140

PEXLF n n n 01, 02 H W / W / W PET Felt Glazed 140

NMOF n n n n n n n n n n n n n n 01, 02 H W / S / S Nylon Mesh 140

SENTINEL

PO n n n n n n n 01, 02, 03, 04 E W / W / W PP Felt Singed 90

PE n n n n n n n 01, 02, 03, 04 H W / W / W PET Felt Singed 150

MAXPO n n n n n n n 02 E W / W / W PP Felt/Melt Singed 90

SNAP-RING 

PO n n n n n n n 01, 02 S S / W / S PP Felt Singed 110

PO n n n n n n n 03, 04 S S / S / S PP Felt Singed 110

PE n n n n n n n 01, 02 S S / W / S PET Felt Singed 190

PE n n n n n n n 03, 04 S S / S / S PET Felt Singed 190

NY n n n n n 01, 02, 03, 04 S S / S / S Nylon Felt 190

PT n n n 01, 02 A S / S / S PTFE Felt 260

HT n n n 01, 02 A S / S / S MA Felt Singed 205

Monofilament

NMO n n n n n n n n n n n n n n 01, 02, 03, 04 S S / S / S Nylon Mesh 190

NMO n n n n n n n n n n n n n n 01, 02, 03, 04 Z S / S / S Nylon Mesh 125

PMO n n n n n n n 01, 02 A S / S / S PP Mesh 110

PEMO n n n n 01, 02 S S / S / S PET Mesh 190

PEEKMO n n n n n 01, 02 A S / S / S PEEK Mesh 240

Multifilament PEMU n n n n n n 01, 02 S S / S / S PET Mesh 145

BANDSEAL
NMO n n n n n n n n n n n n 01 S / S / S Nylon Mesh 190

NMO n n n n n n n n n n n n 43, 45 R S / S / S Nylon Mesh 190

Chemical resistance of filter bags
	 Materials	 Codes	 Aqueous	 Aliphatic	 Aromatic	 Alkaline	 Strongly	 Acid	 Strongly 
			   media	 solvents	 solvents	 media	 alkaline	 media	 acidic
	 Needle felt polypropylene	 PO/POXL/POF/POXLF	 n	 n	 	 n	 	 n	 n

	 Needle felt polyester	 PE/PEXL/PEF/PEXFL	 n	 n	 n	 n	 	 n	

	 Needle felt nylon	 NY	 n	 n	 n	 n	 n		

	 Needle felt meta-Aramid	 HT	 n	 n	 n	 n	 	 n	

	 Multifilament polyester	 PEMU	 n	 n	 n	 n	 	 n	

	 Monofilament polypropylene	 PMO	 n	 n	 	 n	 	 n	 n

	 Monofilament nylon	 NMO	 n	 n	 n	 n	 n		

	 Needle felt PTFE	 PT	 n	 n	 n	 n	 n	 n	

	 Monofilament PEEK	 PEEKMO	 n	 n	 n	 n	 n	 n
Santoprene™ is a registered trademark of Exxon Mobile Corporation
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Industrial process  
filter cartridges

Filtration Products



Wide range of filter 
cartridges offer complete 
filtration solutions for 
industrial processes
 
Cartridge filters can be the logical choice for a 
variety of applications. Eaton provides high quality 
depth, pleated and membrane filter cartridges 
with retention ratings ranging from 0.05 μm and 
150 μm with outstanding dirt-holding capacity.

In addition to a wide range of sizes and various 
adapter codes, Eaton offers cartridges with 
different filter materials such as polypropylene, 
nylon, PTFE and polyester.

Eaton’s industrial process filter cartridges provide 
consistent, high performance and cost-effective 
solutions for both common and more challenging 
industrial applications, varying from pre-filter 
for high-purity water up to final filtration for 
paints and lacquers, or total filtration for various 
chemicals. The product range contains many 
single and multi-cartridge filter housings made 
of stainless steel and plastic designed for ease-
of-use, even in the most demanding industries 
and filtration applications. Eaton also supplies a 
wide range of customized filtration and separation 
solutions.

Markets
•	 Chemical
•	 Electronics
•	 Metals

•	 Oil & Gas
•	 Power
•	 Pulp & Paper
•	 Water/Wastewater



Industrial Process Filter Cartridges

LOFTREX M
95% nominal rated filter cartridges are 
manufactured from high-purity polypropylene, 
polyamide 6.6 or polyester microfibers. Available 
with support core and various end caps for a 
wide range of applications. 

LOFTOP™
99.98% absolute rated filter cartridges made 
of high-purity polypropylene, polyamide 
6.6 or polyester microfibers. Available with 
support core and various end caps for the most 
demanding applications requiring high efficiency 
and performance.

LOFTREX™/LOFTREX Nylon
Nominal rated filter cartridges are 
manufactures from meltblown polypropylene or 
polyamide 6 microfibers for general industrial 
applications.

Selection guide

LOFPLEAT AG 
Pleated polypropylene filter media provides 
an absolute filtration in a wide range of 
applications. 

LOFMEM™ W and N 
Industrial grade PES and Nylon 6.6 membrane 
filter cartridges offer high efficiencies 
combined with large surface area for general 
and specialized industrial applications.

LOFMEM T and TFA 
PTFE membrane filter cartridges offer precision 
filtration under harsh, corrosive environments. 
Available with polypropylene components 
(LOFMEM T) or all fluoropolymer construction 
(LOFMEM TFA).

LOFPLEAT™ EE 
Pleated polypropylene filter media provides a 
high surface area for nominal rated filtration 
performance in a wide range of applications.

LOFPLEAT CP 
Large diameter cartridges combine high 
efficiency with extreme surface area for 
retrofitting in specific filtration systems.

LOFWIND™ 
Offers a solution for basic filtration needs 
through a wide range of material choices 
and retention ratings. Materials include 
polypropylene, cotton and fiberglass with 
polypropylene and stainless steel support core.

LOFPLEAT HF and HF-G
Large diameter cartridges designed with pleated 
media construction in polypropylene or micro 
fiberglass combines high surface area with an 
inside-out filtration flow. Suitable for use in high 
flow filter housings as well as bag filter housings 
(with conversion kit).

LOFSORB™
Activated carbon filter cartridges are 
characterized by a very good adsorption 
capacity for free chlorine and organic 
compounds. 

LOFMET™ 
Porous titanium filter cartridges are designed 
for applications involving extreme operating 
conditions and aggressive fluids and gases.

LOFPLEAT GG 
Features high efficiency micro fiberglass media 
for a wide variety of industrial applications 
requiring chemical resistance and long life.

  DEPTH FILTER CARTRIDGES

  PLEATED FILTER CARTRIDGES

  MEMBRANE FILTER CARTRIDGES

LOFTOP Coreless 
99.98% absolute rated, large diameter filter 
cartridges made of polypropylene, alternatively 
polyamide 6.6 microfibers for applications with 
high flow rates.



Overview of available adapter codes

Technical data
Filter cartridge type LOFTREX LOFTREX Nylon LOFTREX M LOFTOP LOFTOP Coreless LOFWIND

Filter material Polypropylene Polyamide 6
Polypropylene,
Polyamide 6.6,

Polyester

Polypropylene,
Polyamide 6.6,

Polyester

Polypropylene,
Polyamide 6.6

Bleached cotton,
Fiberglass, washed

Polypropylene

Retention rating (µm) 1, 3, 5, 10, 20, 50, 75 1, 5, 10, 25, 50, 100 1, 31, 2, 5, 10, 20, 50, 753,  
90, 1203, 1501, 2

0.501, 1, 3, 5, 10, 20, 302, 
50, 702, 901, 2, 1201, 2 1, 5, 10, 20, 40, 70, 90, 120 0.50, 1, 5, 10, 25, 50, 75, 

100, 150

Retention efficiency 80% 90% 95% 99.98% 99.98% Nominal

Lengths (nominal) 9.75", 10", 19.5", 20",  
29.25", 30", 40"

9.75", 19.25", 20",
29.25", 30", 40"

5", 9.75", 10", 19.5", 20",  
29.25", 30", 39", 40" 10", 20", 30", 40" 20", 40" 5", 9.75", 10", 19.5", 20",  

29.25", 30", 40"

Adapter code () – (), G, 1, 2, 3, 4 (), G, 1, 2, 3, 4 () ()

Inner core – –

Polypropylene, 
Polyamide 6.6

(fiberglass reinforced)  
or Polyester

Polypropylene, 
Polyamide 6.6

(fiberglass reinforced)  
or Polyester

– Polypropylene,
Stainless steel

End caps – –
Polypropylene, 

Polyamide 6.6 or 
Polyester

Polypropylene, 
Polyamide 6.6 or 

Polyester
– –

Cages – – – – – –

Max. operating  
temperature

65°C 120°C

Polypropylene:  
80°C

Polyamide 6.6:  
150°C

Polyester:  
120°C

Polypropylene:  
80°C

Polyamide 6.6:  
150°C

Polyester:  
120°C

Polypropylene:  
80°C 

Polyamide 6.6:  
130°C

Polypropylene:  
80°C

Cotton:  
160°C

Fiberglass:  
400°C

Max. pressure 
difference  
in flow direction

2.0 bar @ 21°C 2.5 bar @ 21°C

Polypropylene:  
4.0 bar @ 25°C

Polyamide 6.6: 
6.2 bar @ 30°C 
5.5 bar @ 70°C 
4.8 bar @ 100°C 
3.4 bar @ 150°C

Polyester: 
5.0 bar @ 25°C

Polypropylene:  
4.0 bar @ 25°C

Polyamide 6.6: 
6.2 bar @ 30°C 
5.5 bar @ 70°C 
4.8 bar @ 100°C 
3.4 bar @ 150°C

Polyester: 
5.0 bar @ 25°C

Polypropylene: 
4.0 bar @ 25°C 
1.0 bar @ 80°C

Polyamide 6.6: 
4.0 bar @ 32°C 
1.0 bar @ 130°C

2.5 bar @ 30°C

  ADAPTER CODES

  ADAPTER CODES

Code (): Double open end (DOE) 
without end caps (only LOFTREX,  
LOFTREX Nylon, LOFTREX M and  
LOFTOP)

Code G: Double open end (DOE)  
with foamed Polyethylene flat gaskets 
(only LOFTREX, LOFTREX M and 
LOFTOP)

Code 2: Single open end (SOE) 
with adapter (2-222 O-ring) and end 
cap with fin

Code DOE: Double open end (DOE) 
with flat gaskets (only LOFPLEAT, 
LOFMEM and LOFMET)

Code 1: Single open end (SOE) with 
double bayonet adapter (2-226 O-ring) 
and flat end cap

Code 3: Single open end (SOE) with 
double bayonet adapter (2-226 O-ring) 
and end cap with fin 

Code 4: Single open end (SOE) 
with adapter (2-222 O-ring) and flat 
end cap

Code M1 and M2: Single open 
end (SOE) with 3/4" male NPT threaded 
end (Code M1) respectively 1" male 
NPT threaded end (Code M2)  
(only LOFMET)

1 Polypropylene    2 Polyamide 6.6    3 Polyester



Technical data
Filter cartridge type LOFSORB LOFMET LOFPLEAT EE LOFPLEAT AG LOFPLEAT GG

Filter material Activated carbon block Titanium Polypropylene Polypropylene Borosilicate micro fiberglass
with acrylic binder

Retention rating (µm) Type 01/04: 1, 5, 10 
Type 02: 5 0.50, 1, 5, 10, 15, 35 0.20, 1, 5, 10 0.20, 0.45, 1, 5, 10, 25, 50 0.45, 1, 10

Retention efficiency Nominal 99.5% 90% 99.98% 90%

Lengths (nominal)

4.875", 5", 9.75", 20", 30"  
(type 01)

5", 9.75", 10", 20"  
(type 02)

9.75", 20"  
(type 04)

5", 9.75", 10", 20", 30", 40" 10", 20", 30", 40" 10", 20", 30", 40" 10", 20", 30", 40"

Adapter code () DOE, 1, 4, M1, M2 DOE, 1, 2, 3, 4 DOE, 1, 2, 3, 4 DOE, 1, 2, 3, 4

Inner core – – Polypropylene Polypropylene Polypropylene

End caps

Ethylene-octene copolymer 
(type 01/04),

polypropylene  
(type 02)

Titanium Polypropylene Polypropylene Polypropylene

Cages Polypropylene  
fleece and net – Polypropylene Polypropylene Polypropylene

Max. operating temperature 52°C 371°C 80°C 80°C 80°C

Max. pressure difference  
in flow direction

7.0 bar (type 01/04)

2.5 bar (type 02)
17.4 bar

4.0 bar @ 21°C

2.4 bar @ 80°C

4.0 bar @ 21°C

2.4 bar @ 80°C

5.2 bar @ 21°C

2.1 bar @ 80°C

Filter cartridge type LOFPLEAT HF LOFPLEAT HF-G LOFPLEAT CP LOFMEM W LOFMEM N LOFMEM T LOFMEM TFA

Filter material Polypropylene Micro fiberglass Polypropylene Polyethersulfone Nylon 6.6 membrane PTFE membrane PTFE membrane

Retention rating (µm) 1, 5, 10, 20, 40, 60 1, 4.5, 10, 20 1, 5, 10, 20, 30, 40, 70 0.05, 0.10, 0.20,  
0.45, 0.65 0.10, 0.20, 0.45, 1 0.05, 0.10, 0.20, 

0.45, 1
0.05, 0.10, 0.20, 0.45, 

1, 10

Retention efficiency 99.9% 99.9% 99.98% Absolute Absolute Absolute Absolute

Lengths (nominal) 20", 40", 60" 20", 40", 60" 39" 10", 20", 30", 40" 10", 20", 30", 40" 10", 20", 30", 40" 10", 20", 30", 40"

Adapter code – – – DOE, 1, 2, 3, 4 DOE, 1, 2, 3, 4 DOE, 1, 2, 3, 4 4

Inner core – – Polypropylene Polypropylene Polypropylene Polypropylene PFA

End caps Polypropylene Polypropylene or 
polyacetal Polypropylene Polypropylene Polypropylene Polypropylene PFA

Cages Polypropylene Polypropylene or 
polyester Polypropylene Polypropylene Polypropylene Polypropylene PFA

Max. operating temperature 80°C

Polypropylene:   
82°C

Polyacetal:  
110°C

180°C 80°C 80°C 95°C 150°C

Max. pressure difference  
in flow direction

3.0 bar @ 21°C

Polyacetal:  
5.2 bar @ 21°C 
3.5 bar @ 110°C

Polypropylene: 
3.5 bar @ 25°C 
1.4 bar @ 80°C

3.0 bar @ 21°C
5.2 bar @ 21°C

2.1 bar @ 80°C
4.0 bar @ 21°C

5.5 bar @ 21°C

2.8 bar @ 71°C

5.5 bar @ 24°C

3.8 bar @ 75°C

2.1 bar @ 125°C

1.0 bar @ 150°C
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Europe/Africa/Middle East 

Eaton Filtration GmbH
Auf der Heide 2
53947 Nettersheim 
Germany 
Tel: +49 2486 809-0

  

   
 

   
 

    

  
  
   

 
  

  

  
  
   

 
    

  
  
   

 
    

 

  

Tomášová Lea s.r.o. 
Na Okrouhlíku 1781 
530 03 Pardubice 
Česká republika
Tel: +420 466 650 876 
office@tomasovale.cz 
www.tomasovalea.cz

  Česko a Slovensko




