
The ECOCART multi-filter 

cartridge housings from 

Eaton are characterized 

by their “lightweight 

construction” and are 

suitable for commercial 

applications.

These multi-filter cartridge housings 
for 3, 5 or 12 filter cartridges are a 
particularly cost-effective solution 
for price-sensitive applications. 
ECOCART filter cartridge housings 
are made of stainless steel and 
are suitable for the use of filter 
cartridges in double open ended 
(DOE) or 222/fin design with a 
maximum outer diameter of 69 mm. 
The housings are closed with a 
V-clamp. Sealing is achieved by 
means of an EPDM O-ring.

	� Filter cartridges in double open 
ended (DOE) design with a 
maximum outer diameter of 69 mm

	� 	Maximum permissible operating 
pressure: 10 bar

	� Maximum permissible operating 
temperature: 90°C

Option
	� EPDM O-ring as standard for cover 
seal, optionally available in FKM

EPDM: Ethylene Propylene Diene Monomer Rubber
FKM: Fluoro Rubber

Multi-filter cartridge 
housings in “lightweight 
construction” for 
commercial applications

Features
	� ECOCART filter cartridge housings 
are supplied in an upright version

	� 	For the installation of a gauge or 
a vent valve, the vessel cover is 
equipped with a ¼" BSP socket

	� Socket for draining the  
sludge (¾" BSP) and filtrate 
chamber (¼" BSP) 

	� 2 pieces of 1/4" socket for optional 
differential pressure monitoring 

	� DOE filter cartridges are securely 
fastened in the housing with a 
hold-down plate via sealing caps 
with springs on centering rods. For 
adapter code 2, the centering rods 
are removed and the fins of the 
filter cartridges are fixed using the 
hold-down plate.

	� Housing material stainless steel 
1.4301 (304)

	� Housing connections  
(inlet and outlet)  
1 ½" BSP female  
BSP thread (EKF-300),  
2" BSP female  
BSP thread (EKF-500),  
flange DN80/PN16  
DIN EN 1092-1 (EKF-1200)
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ECOCART Multi-Filter Cartridge Housings

Applications
Coarse filtration > 500 µm	
Medium filtration > 10 µm	 ✓

Fine filtration < 10 µm	 ✓

Pre-filtration	 ✓

Safety filtration	
High volume
Batch filtration	 ✓

Circuit filtration	 ✓

Continuous filtration	

Solvents, paints	
Fats and oils	
Acids, bases	
Petrochemicals	
Water, waste water	 ✓

Chemical industry	 ✓

Pharmaceuticals	
Metal cleaning	 ✓

Automotive industry 	 ✓

Electronics	
Food and beverage	
Paint and lacquer 	 ✓

Water treatment	 ✓

Galvanic industry	 ✓

For more information, please  
email us at filtration@eaton.com  
or visit www.eaton.com/filtration
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Types

Technical Data

Types EKF-300 EKF-500 EKF-1200

310 320 330 340 510 520 530 540 1220 1230 1240
Number of filter 

cartridges 3 5 12

Length of filter 
cartridges 10" 20" 30" 40" 10" 20" 30" 40" 20" 30" 40"

A (mm) 584 838 1,092 1,346 598 852 1,106 1,360 956 1,210 1,474

B (mm) 283 283 370

C (mm) 128 128 200

D (mm) 165 210 312

E (mm) 264 310 460

F (mm) 225 271 374

G (mm) 9 9 12

Connection 1 ½" female BSP thread 2" female BSP thread Flange DN80/PN16 DIN EN 1092-1

Volume (l) 10.5 15.5 20.5 26 18 26.5 35 43.5 64.5 83.5 102.5

Weight (kg) 9.9 12.4 15 17.5 15 17.8 20.6 24.1 22 24.5 27

Adapter DOE or 222/fin

Installation with �lter 
cartridges in DOE design

Installation with �lter cartridges 
in 222/�n design

Inlet/Outlet female threaded 
for EKF-300 and EKF-500

Inlet/Outlet �anged 
for EKF-1200
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